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SYSTEM DESCRIPTION

Leveraging proprietary technology, the EZ-RO 650/30ATM system uses Reverse Osmosis 
(RO) to reduce Total Dissolved Solids (TDS); it provides up to 650 gal/day (2,460 L/day)* and 
includes a 30-gallon (113.6 L) atmospheric tank. Ideal for applications where RO is necessary 
to meet manufacturer’s warranty requirements†.

APPLICATIONS
	◆ Combi ovens 	◆ Steamers 	◆ Proofers

FEATURES • BENEFITS
	◆ Meets combi oven and steamer 
equipment water quality standards; 
known to significantly reduce scale and 
corrosion problems due to high TDS, 
water hardness*, and chlorides†

	◆ 7CM cartridge provides optimal 
mineral content for proper function of 
conductivity sensors on steam equipment 

	◆ Sealed atmospheric storage tank 
provides compact capacity and 
electronic pump delivers optimized 
water to downstream equipment

	◆ Pressure gauge allows monitoring of RO 
inlet pressure and prefilter condition

	◆ Built-in bypass, sample port and 
flush valves speed up installation and 
cartridge replacement

	◆ Proprietary Fibredyne™ II filtration 
media effectively inhibits growth of 
bacteria on the filter media that can 
decrease product life. Also can reduce 
sediment and chlorine to help protect 
the RO membrane*

	◆ High flow 1/2" ID hose optimized water 
line to equipment

	◆ Installation kit comes complete with 
tubing, fittings, and mounting hardware 
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System

Shipping Weight 
 81.0 lbs (36.8 kgs) 

Electrical Connection 
Grounded 115 VAC, 2 Amp

Performance

Daily Production Rate 
Up to 650 gpd (2,460 Lpd)* 
nominal at 77°F (25°C), 750 ppm 
NaCl, 60 psi (4.1 bar) feed water 
pressure*; production will 
vary based on water supply 
temperature and pressure

Service Flow Rate 
Dependent on water level up to 
3.25 gpm (12.3 L) @ 50 psi (3.4 bar)

System

Overall Dimensions - Processor 
22.8" H x 17.4" W x 8.0" D 
(57.9 cm x 44.2 cm x 20.3 cm)

Tank Dimensions & Capacity 
29.4" H x 18.5" W x 25.6" D 
(74.7 cm x 47.0 cm x 65 cm) 
30 gallons (113.6)

Connections 
Inlet: 3/8" push-to-connect  
Outlet: 1/2" OD push-to-connect; 
3/4" garden hose connection 
included
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