


4005571 JL23

VALVE SPECIFICATIONS

Valve Material   Fiber-reinforced polymer

Inlet/Outlet   3/4" or 1" NPT, BSP, Sweat 
 
Cycles    5

FLOW RATES (50 PSI INLET) – VALVE ALONE

Continuous     21 GPM (4.8 m3/h) 
15 psi 
 
Peak     27 GPM (6.1 m3/h) 
25 psi (1.7 bar) drop 
 
Cv     5.4 
flow at 1 psi

Max. Backwash    17 GPM (3.9 m3/h) 
25 psi (1.7 bar) drop

REGENERATION

Downflow/Upflow   Both

Adjustable Cycles   Yes

Timers Available   
 XTR2/XTRi:  0 - 240 min/cycle 
 SXT:   0 - 199 min/cycle 

METER INFORMATION

Meter Accuracy  
 3/4" Paddle/Turbine:  0.25 - 15 GPM ± 5%  
    (0.06 - 3 m3/h)

 
Meter Capacity Range  
 XTR2/XTRi:   1 - 9,999,999 gal 
    (0 - 378,541 m3)

 SXT:    1 - 999,900 gal 
    (0 - 3,785 m3) 
 

DIMENSIONS

Distributor Pilot   1.05" O.D. (26.7 mm)

Drain Line                            1/2" NPTF 
    Quick-Connect

Brine Valve    
 1600:   3/8"

Injector System   1610

Mounting Base   2.5" - 8 NPSM

Height from    9" (228 mm) 
Top of Tank 
 
Riser Tube Diameter  3/4" (19 mm) 
 


